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■Achieving Long Insert Life
By strongly clamping the insert in two directions, good contact between the shim and insert can be 
maintained, even with high feed rates. Along with improving the accuracy of the insert position, long insert 
life  can be achieved.

■Convenient marking design

■Toolholder  Lineup
●DCLN(External / Facing)
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 Description

Stock Dimension (mm)
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R L H1=h B L1 L2 F1 F2

Clamp Screw Spring Shim Shim Screw Wrench Wrench(Optional)

For Clamp For Shim

DCLN$ 2020K-12 ● ● 20 20 125
33

25
20 0.8 CP-3D CS-3D SP-3D DC-44 SB-4085TR LW-3 FT-15

2525M-12 ● ● 25 25 150 32

●DDJN(External / Copying)
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Description

Stock Dimension (mm)
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R L H1=h B L1 L2 F1 F2

Clamp Screw Spring Shim Shim Screw Wrench Wrench(Optional)

For Clamp For Shim

DDJN$ 2020K-1504 ● ● 20 20 125

39

25 -

0.8 CP-3D CS-3D SP-3D

DD-44
(DD-43)

SB-4085TR LW-3 FT-15
2525M-1504 ● ● 25 25 150 32 25

DDJN$ 2020K-1506 ● ● 20 20 125 25 - DD-43
(DD-44)2525M-1506 ● ● 25 25 150 32 25

The shims inside (     ) do not come with the holders. In the case of changing the insert thickness size, 
please purchase the corresponding shim separately.

●:Std. stock

The part description can be confirmed for 
convenient ordering.  The screw tightening 
torque is also indicated.

<Cutting Conditions>
SCM435, Vc=150m/min, ap=1mm, f=0.4mm/rev
CNMG120408PS, 30 pass interrupted machining

Side Rake Angle:-6°
Inclination Angle:-6°

· Applicable Insert

Holder Description Insert Description

DCLN$…-12
CN ● A
CN ● G
CNMM

1204..
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Double Clamp

(DCLN)

Lever Lock
(PCLN)

●Comparison of shim and insert contact
Coating material is applied to the shim side of the insert, which is installed on 
the tool holder.  Compare the shim contact surface after tightening.

PS Chipbreaker Shim contact surface of 
double clamp 

Shim contact surface of 
lever lock 
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The shape of the insert 
breaker is transferred. There 
is a high level of contact. 

Only a part of the shape 
of the insert breaker is 
transferred. There is a low 
level of contact.

Screw Tightening Torque
(N·m)

CS-2D 1.7

CS-3D 3.9

CS-5D 3.0

Side Rake Angle:-6°
Inclination Angle:-7°

· Applicable Insert

Holder Description Insert Description

DDJN$…-1504 DN ● A
DN ● G
DNMM

1504..
(1506..)

DDJN$…-1506 1506..  
(1504..)
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●DDHN(External / Facing / Copying)
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Description

Stock Dimension (mm)
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Clamp Screw Spring Shim Shim Screw Wrench Wrench(Optional)

For Clamp For Shim

DDHN$ 2020K-1504 ● ● 20 20 125

37

25
22

0.8 CP-3D CS-3D SP-3D

DD-44
(DD-43)

SB-4085TR LW-3 FT-15
2525M-1504 ● ● 25 25 150 32

DDHN$ 2020K-1506 ● ● 20 20 125 25
22 DD-43

(DD-44)
2525M-1506 ● ● 25 25 150 32

The shims inside (     ) do not come with the holders. In the case of changing the insert thickness size, please purchase the corresponding shim separately.

●DSBN(External)
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Description

Stock Dimension (mm)
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Clamp Screw Spring Shim Shim Screw Wrench Wrench(Optional)

For Clamp For Shim

DSBN$ 2020K-12 ● ● 20 20 125
34

17
13 0.8 CP-3D CS-3D SP-3D DS-44 SB-4085TR LW-3 FT-15

2525M-12 ● ● 25 25 150 22

●DTGN(External)
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Description

Stock Dimension (mm)
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Clamp Screw Spring Shim Shim Screw Wrench Wrench(Optional)

For Clamp For Shim

DTGN$ 2020K-16 ● ● 20 20 125
25

25
20 0.8 CP-2D CS-2D SP-2D DT-32 SB-3080TR LW-2.5 FT-10

2525M-16 ● ● 25 25 150 32

●:Std. stock

Side Rake Angle:-6°
Inclination Angle:-6°

· Applicable Insert

Holder Description Insert Description

DDHN$…-1504 DN ● A
DN ● G
DNMM

1504.. 
(1506..)

DDHN$…-1506 1506..  
(1504..)

Side Rake Angle:-6°
Inclination Angle:-6°

· Applicable Insert

Holder Description Insert Description

DTGN$…-16
TN ● A
TN ● G
TNMM

1604..

Side Rake Angle:-6°
Inclination Angle:-6°

· Applicable Insert

Holder Description Insert Description

DSBN$…-12
SN ● A
SN ● G
SNMM

1204..



3

●DVLN(External / Copying)
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●DVPN(External / Facing / Copying / Undercutting)
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●DVVN(External / Copying)
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Description

Stock Dimension (mm)
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Clamp Screw Spring Shim Shim Screw Wrench Wrench(Optional)

For Clamp For Shim

DVLN$ 2020K-16 ● ● 20 20 125
45

25
-

0.8 CP-5D CS-5D SP-5D DV-33 SB-4085TR LW-3 FT-15

2525M-16 ● ● 25 25 150 32
DVPN$ 2020K-16 ● ● 20 20 125

40
27

28
2525M-16 ● ● 25 25 150 32

DVVNN 2020K-16 ● 20 20 125
46

10
-

2525M-16 ● 25 25 150 12.5

●DWLN(External / Facing)
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Description

Stock Dimension (mm)
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Clamp Screw Spring Shim Shim Screw Wrench Wrench(Optional)

For Clamp For Shim

DWLN$ 2020K-08 ● ● 20 20 125
34

25
20 0.8 CP-3D CS-3D SP-3D DW-44 SB-4085TR LW-3 FT-15

2525M-08 ● ● 25 25 150 32
●:Std. stock

Shim wrenches (FT-10/FT-15) are sold separately

Side Rake Angle:-6°
Inclination Angle:-9°

· Applicable Insert

Holder Description Insert Description

DVLN$…-16 VN ● A
VN ● G 1604..

Side Rake Angle:-13°
Inclination Angle:-10°

· Applicable Insert

Holder Description Insert Description

DVPN$…-16 VN ● A
VN ● G 1604..

Back Rake Angle:-11°

· Applicable Insert

Holder Description Insert Description

DVVNN …-16 VN ● A
VN ● G 1604..

Side Rake Angle:-6°
Inclination Angle:-6°

· Applicable Insert

Holder Description Insert Description

DWLN$…-08 WN ● A
WN ● G 0804..


